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The CIRAS-3 Console Software upgrade file is named
“Ciras3_Console_vxxx.cab”, where xxx is the version number. This file can be
found on the USB flash drive provided by PP Systems. If you don’t have the PP
Systems USB flash drive, sign in to the PP Systems website, download the
associated zip file, extract the zip file and put the contents on a USB flash drive.
Insert the USB flash drive into slot 2 on the CIRAS-3 main console. Note: A USB
mouse, inserted into slot 1, is needed to navigate.

Important Note 1. If the CIRAS-3 Console Software (Ciras3_Console.exe) is
already installed, you must uninstall it prior to loading new versions.

Important Note 2. All files on the CIRAS-3 will be removed during the uninstall
process. If there are any script or data files you would like to save, transfer them
from the CIRAS-3 to a USB flash drive before uninstalling the software. These
files can then be transferred back after installing the CIRAS-3 software.

Uninstall Instructions

1. Press ESC from either the welcome window or one of the data display
windows. A message “Are you certain you want to leave the CIRAS-3
program and go to the Windows desktop?” appears. Use the left arrow to
highlight “Yes” and press “OK”.

2. Open “My Device” on the console desktop. Navigate to folder:

“\Flash Disk\InstalledFiles\PP Systems CIRAS3_Console_vxxx”
Where xxx is the prior installed version.

3. Copy “PP Systems CIRAS3_Console_vxxx.unload” file.

4. Navigate to “\Windows” folder and paste the unload file.

5. Close “My Device” window.

6. Go to Start>Setting>Control Panel>Remove Programs. Select “PP
élll(i)t:l;(‘)’lerhﬂl Road Systems CIRAS3_Console_vxxx” from the list and click Remove.
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USA navigate to “\ Flash Disk\InstalledFiles". Delete folder "PP Systems
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“\Flash Disk”. Delete the “CIRAS3” folder.

Installation Instructions
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1. Insert the USB flash drive containing the new version of the CIRAS-3
Console Software (“Ciras3_Console_vxxx.cab”) into the slot 2 on the
CIRAS-3 main console.

2. Open “My Device”, select the “USB Storage” folder. If the USB flash drive
is the one provided by PP Systems, copy the “Ciras3_Console_vxxx.cab”
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file from the “CIRAS3_Console SW?” folder to the root directory of the
console file system. If it is a USB flash drive that you have copied the cab
file from the downloaded zip file off the PP Systems website, locate the
“Ciras3_Console_vxxx.cab” and copy it to the root directory of the console
file system. Note the exact location is not important as the cab file will be
erased when installation is complete.

Remove the USB flash drive from console.

Right click on cab file and ensure it is not write protected.

Double click on the cab file to execute the install. Accept all defaults by
using the “OK” button.

When installation is complete, power off the console for 10 seconds and
then power it on again. The new version of the console application should
start automatically.



