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	Memo



To: 
Software Documentation File

From:
R. Kunis

Date:
July 16, 2015
Subject: CIRAS-3 SCDC Software versions

Ver 1.01
    June 01, 2015
Bug List Fixes –

Changes and enhancements –

1. In version 1.00 the main controller FW supplies CO2 ref, CO2diff, H2Oref and H2Odiff to the application. The application then computes CO2an and H2Oan from those four values.
2. In version 1.01 the main controller FW supplies CO2ref , CO2an, H2Oref and H2Oan.  The application computes CO2diff and H2Odiff with the equation “diff = an – ref”.

This change allows CO2diff readings to exceed the prior limit of ±999.9. The CO2diff readings now are ±9999.9 the maximum CO2 reading of the CIRAS-3

3. In order for the application to interpret the data correctly, the main controller FW needs to be updated to v4.06 or later.

Firmware versions required :

Console FW – 4.06
Ver 1.02
    July 16, 2015
Bug List Fixes –
1. The analog inputs AN1 and AN2 can now be graphed correctly.

2. Manual keypress recording by use of the F6 button on the console will now be represented on the console graph screens by a red triangle icon.
Changes and enhancements –

1. Version 1.02 of the console application now supports the use of PP Systems accessories: SRC-1 and CPY-4.
2. The user can now easily switch between the CIRAS-3SC screens and CIRAS-3DC screens regardless of the actual hardware supplied.

3. An “Advanced” button is added to the FWUpgrade dialog.  This allows the user a second try to upgrade modules which previously failed to upgrade.

4. New columns have been added to the recorded data file for CPY and SRC usage: sequence number, chamber volume, chamber area, collar volume, and collar area.

Firmware versions required :

Console FW – 4.07
Note – the following FW modules are supplied but are not required upgrades :

IRGA FW -3.03

AIR FW   -3.02

Web Zip file installation notes :
1. Download the zip file from our web site.

2. Unzip the file.  Copy the three “.cyacd” files to a formatted USB memory stick, into a folder named “\CIRAS3\Firmware”.

3. Copy the file “Ciras3SCDC_Console_v102.cab” to the USB drive into a folder named “CIRAS3SCDC_Console_SW”.

4. Move the USB drive from your PC to the CIRAS-3SCDC console.

5. With the current CIRAS-3SCDC application running, use “Operations – FW Upgrade” to select each of the “.cyacd” files on the USB stick in turn to “Upgrade”.  Each upgrade takes about 5 to 10 minutes.  It is best to do the Main Console FW last and then power cycle the console before proceeding with the upgrade of the CIRAS-3SCDC application.
6. CIRAS-3SCDC application:  You need to un-install the current application and then install the v1.02 application.  Detailed instructions for doing these actions are contained in the PDF file “CIRAS-3SCDC_Console_Installation.pdf”.

7. DC users note – The installed application  will begin in “SC” mode.  Use Settings button and select “DC” radio button, then Accept to change to “DC” mode.
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